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NEW FACADE CERAMICS
FOR KERATWIN®

VENTILATED
FACADE SYSTEMS (VHF)

22 June 2021




\ |




AGROB BUCHTAL peursehs [ AGROB BUCHTAL

CERAMIC FACADES FOR OVER 40 YEARS

IRENEENNRRR RN R RN R
B TR RERERRRNRREEE
(AR EEENRRERRRRENERENE)
FIddiaRinueERuninnn




AGROB BUCHTAL peTsche IQ AGROB BUCHTAL

FACADE PROJECTS ON ALL CONTINENTS
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PRINCIPLE OF VENTILATED FACADES

Moisture is dissipated

Anchorage ground

Mineral insulation

Rear ventilation 2 2cm

Wall mount

Support profile

AGROB BUCHTAL ceramics
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THE SYSTEM

The particularly rational installation and practically unlimited application possibilities thanks to
different fastening systems speak in favour of KeraTwin®.

Further system advantages are:

o Wide range of formats up to large formats of 60 x 180 cm
o Particularly wide color palette

o Plates optionally glazed or unglazed

o Easy to clean and environmentally friendly due to Hytect finishing
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KERATWIN®

NEW SURFACE CANYON
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NEW SURFACE CANYON
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NEW SURFACE CANYON
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NEW SURFACE KAIJO
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KERATWIN®

NEW SURFACE KAIJO

Keljo-Surface
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KERATWIN®

APPROVAL

National technical
approval /

General construction
technique permit

Numbsr:

Z-10.3-844

Applicant:

AGROB BUCHTAL GmbH
Buchtal 1
82521 Scehwarzenfeld, Germany

Subject of decision:

DEUTSCHE
STEINZEUG

Deutsches

Institut
i DIBt
Bautechnik

Zulaszungsstelle [iir Bauprodukte und Bavartan

Bautechnisches Prifamt

Eina worr Bund und den Landam
permainsam getragene Anstalt des olfentlichan Brehls

Mirglied der EQTA, der UEALC und der Wk | AC

Data: Reference:

24 Aug 2020 | 75-1.10.3-844/1

Validity
from: § March 2020
to: & March 2025

'KeraTwin K20' facade panels far use with ventilated external wall claddings and soffits
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HYTECT

FASSADES WITH
SELFWASHING EFFECT

o In addition to the design claim, it is also about
technological innovations

o A convincing example is offered by the facade
ceramics with the titanium dioxide refinement
"HYTECT" by AGROB BUCHTAL
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o HYTECT ceramics help with this:

— Actively reduce air pollutants, industrial and
car emissions

— Decisively inhibit the growth of mosses,
algae, mould and other microorganisms

— Significantly reduce and simplify the cleaning
effort for the facade surface
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THANK YOU FOR YOUR ATTENTION



